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Technical parameters and specifications of the machines required

Mushroom production line

Code

Machine Name QTY

Al

Air-blowing washing machine (with
elevator) 1SET
(model: ADK33A5)

Main specification

1. Made of SUS304
stainless steel structure

2 Equpped with high-
pressure fan '
3. Many nozzles distnibuted
in the different rows

Boiling machine

(model:ADK-B320) 1SET

Main specification

The power transmission part with high torque double stage
cycloid reducer of direct transmission, compared with the
traditional steamer:

1Dnving fewer elements. simple installaton and
disassembly. low failure rate. convenient maintenance. easy
to clean.

2.Can be positive, negative and dynamic operation, stable
operation, less noise.

3.With the brake motor, the steamer can stay at any position.

4. The end of the hollow shaft sealing part adopts steam one-way regulation. two-way pressing, multi
point supporting structure.

5. The smoke exhaust pipe and inlet pipe parts are made of stanless steel.

6.The improvement of the steam intake and water pipe so that it cannot only realize the cooking of the
conventional in cooking process. It is also suitable for the steaming of the raw matenal expansion in
cooking process.

Saltwater making machine

1SET
(model:ADK-S200)




Main specification
--Capacity: 2000L
--Made of SUS304 stainless steel;
--Upper and lower cone bottom structure;
--Slurry mixing;
--The outer surface using the drawing board;
--With the high and low level control;
--Cone top structure, including manhole. air cap, cleaning
ball, water intake. import and export mouth. visual view
mirror, sampling valve, aseptic respirator, glass tube;

Unpiler machine

(model: ADK-DJ2T) 1SET

Main specification

Automatic unpiler machine is mainly applicable to the
discharge of the whole stack of cans. it realizes empty cans
stacked on pallets, from the bottom to the top layers of
ascension and layered pushed to the conveying chain, and
supporting the use of spray cans punching machine, replace the
artificial arrange cans and traditional empty can unloading
machine, can save a lot of labor. improve the production
capacity

Sterilizer for cans

(model: ADK-HC1000) v

Main specification

--Made of SUS304

--Tunable temperature of disinfection
--Time of disinfection can be adjustable
--Speed: 50 bottles of -100 bottles / minutes
--Power: IKW

Filling machine for cans and jars

1 SET
(model: ADK-f1500)




Main specification

This machine is specially designed for the quantitative filing of mixed
matenals, and 1s also suitable for the quantitative canning of single
matenial. The machine adopts quantitative measurement of expansion
ration and accurate quantity, which is suitable for filling with small
filling amount. All the blanking is automatically controlled, no jar and
cans and no filling. All with touch screen to adjust speed. It 1s the first
choice for mushroom, green bean production plant .

A7

Salt water filling machine

1 SET
(model: ADK-SF2000)

Main specification

--Made of SUS304 stainless steel.

--Tunable temperature of filling

--Adjustable filling flow

--Filling speed: 50 bottles of -100 bottles / minutes
--Filling capacity: 200ml-1000ml

--Power: 3kw

A8

Cans sealing machine

(model:ADK-FC300) R3RT

Main specification

-- Consist of sealing body, pressure head. sealing wheel,
head, turret, cupping wheel, transmission system electrical
system components.

--The transmission part: high qual&? steel

--The filling valve components: 304 stainless steel, silicon
rubber

--The barrel parts: 304 stainless steel;

--The filling parts: pneumatic control, 304 stamnless steel
--The conveyor belt Coﬁm: 304 stainless steel plate.
POM flat top conveyor chai

Sterilization for bottles

(model: ADK-HS1000) ey

JORPIMCON




Main specification

--Made of SUS304

--Tunable temperature of disinfection
--Time of disinfection can be adjustable

A9 | --Speed: 50 bottles of -100 bottles / minutes
--Power: IKW
Salt water filling machine | SET
(model:ADK- SF2000)
Main specification
--Made of SUS304 stainless steel.
--Tunable temperature of filling
--Adjustable filling flow
A10 | Filling speed: 50 bottles of -100 bottles / minutes
--Filling capacity: 200ml-1000ml
--Power: 3kw
Capping machine
(model: ADK-CC300) S3ER
Main specification
-- Matenial: SUS304 and carbon steel
-- Straight line design, composition and assembly line is
convenient and beautiful.
-- using imported frequency converter, can be step less speed |
A11 regulation

-- Applicable specification (packing matenal): glass or plashc
bottle '
-- Container diameter: 45-85mm
-- Height: 65-190mm

-- Production capacity: 40-120 bottles / mun (different specifications of the contamer has different
production capacity)

Water bath stenlization machine

(model: ADK-WS300) RIET




Main specification ’57".' ‘r, '\
1. Water bath type stenilization machine is widely used in — o ‘ ~.;
food package and mustard, pickles, sterilization of milk, * ‘ o . | ; - .! :
fruit jelly and PET bottled beverages, such as flexible = o,
packaging of food, but also can be used for 100 degrees .
below the bagged products.

2. Water bath type sterilization machine adopts SUS304
A12 | stamless steel mesh belt conveyor, conveyor chams,
stainless steel SUS304, stamless steel ball bearngs
bearing all the water.

3. Machine equipment is divided into stenlization.
cooling, according to different products and different
products of different specifications and product design.

Dry machine
(model: ADK-D230)

Main specification

1. The use of high pressure and large flow fan have a
strong wind, the wind flowing from Shaanxi long
slit, air knife made oblique shape, through the bottle
in the wind blow off the knife, the bottle surface
obviously drops. easy operation.

2. This machine 1s suitable for the removal of water

M from the food. beverage. pharmaceutical and other
industries after stenlization, and it has a vanety of functions which cannot be completed by other
equipment. The machine does not use auxiliary heating. greatly saving energy. reducing the cost and
improving the efficiency of the work.
3. technical parameter
4 Transmussion network width: 120mm
5.Power: 5.5kw
Labeling machine 1 SET
(model:ADK-1.230)
Main specification
Capacity: 35B/m
Maximum width of the label: 200mm (according to
A14 customer requirements to be separately produced)

The paste size: thickness: 80mm height: 500mm

Apply label roll diameter: 76mm

Apply label roll diameter: maximum diameter of 330mm
Size: 3048X1700X1500 (mm)
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Power: 380V 220V , 50H= 3000%W

Ink jet machine 1 SET

MMain specification
L. 104,000 hours of reliable, highest cost performance
2. Zero maintenance, no consumables

3. Compact design, small size, easy to move equipment

4. Advanced air-cooling system

5. Convenient and easy to use, best marking effect/fastest
Als | marking speed

6. Wave Length 10.6um9 3um (optional)

7. Application Almost all of non-metallic materials

B Laser Type Co2 REF metal laser

9 Laser Power 20w

10 Refnigerate Style air-cooled

11 Line Width 0.02mm

12 Min Font Height0. 3mm

13 Markable Depth 0.0dmm{depending on cbject matenal)

Box opening machine

15ET
(model: ADE-HC430)

Main specification
--size: L2000*W1900*H1900mm

--opening speed: 8-10 box /min

- table height- 650mm

—carton size: L200 ~ 330 * W130 to 400 * H100 - 350num
--power: 220V/30HZ, 0.4KW

Alé | - source: 0.4 ~ 0.7MPa - 130NL'min

-- motor and reducer: CPG (Taiwan city)

--pneumatic confrol components: Airtac (Taiwan Yadeke)
- PLC: Omron (Japan OMBON)

- electnic element: Omron (Japan OMECON)

--Body: carbon steel welding, surface sprayed.

Packing machine

1 SET
(model: ADE-HP430)

Main specification

--Troduct description:

Al17 | The packing boxes is suitable for various of PET, PE, PP bottles full and automatic box packaging.
--Technical specifications:

Packing boxes product specifications: width: 160mm-420mm length: 200-762mm
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Operation: the use of Chinese screen display operation (for English. please)
-- The equipment specifications:

3 phase voltage: 380V 50HZ~60HZ

power consumption: 2 kW

air pressure: 6 kg/cm?

consumption of air volume: 800L

-- component brand:

Schneider PLC microprocessor system

The electrical components: Japanese

electronic components: OMRON, P+F, DC24V power supply
The cylinder and solenoid valve: Airtac (Taiwan Yadeke)
The servo motor: Schneider

The conveyor belt: using UNI-SNB series steel mesh belt conveyor
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Box sealing machine

1SET
(model: ADK-HS450)

Al8

Main specification

--carton size: L200-600*W150-500*H120-500mm
--table height: 680-800mm

--packing speed: 15-25 box /min

-- power: 220V/50HZ

--machine size: L1700*W800*H1691mm
—-electric element: OMRON N
--pneumatic control components: AIRTAC J’
--motor: Taiwan made state reducer motor power: 0. 4KW -
--machine material: carbon steel lacquer treatment




Palletizing machine

(model: ADK-HPC400) R

Al9

Main specification

--The lifting and stacking device (palletizing machine)
--To grab

--The drum line into the box

--Automatic device for the stack

--palletizing roller conveyor

The process:

--The input columns part

--The carton conveyor to the feed Iime. tum in the fransmission line i1s completed. Then 1t 1s transported
to the palletizing area. the cylinder pushes the carton to the fixed position, and the hand grabs the
palletizing.

--A pneumatic stacking device

When the product 1s delivered to the entire column device column after grabbing the product smoothly
and decrease the fixture on the pallets (or the previous rank. automatic stacking to form). The
palletizing device relies on a vanable frequency motor and a chain to complete its nse, drop and
forward (back).

--The pallet part

Forklift send empty pallet to automatic feeding device, then send signal to PLC by photoelectric. and
then supply pallets pallet to palletizing area, after the completion of delivery at the palletizing area, the
forklift fork take them away.

--The matenial:

The frame: Q235 carbon steel (spray)

The shaft: S45C bearing steel

The drum: double end with beaning roller (Galvanized)

The hood: Q235 carbon steel (spray)

Guide plate: Q235 carbon steel material (spray plastic freatment)

Conveyor belt 1SET

A20

Main specification

1. Imported 304 stainless steel chain plate water tray,
lapping, connecting hose, stainless steel pipe i1s more than 2
light thin wall thickness more than 1.5mm inch.

2. Bracket material stainless steel. thickness 2. 5mm. legs 304
stainless steel wire slot installed in the conveyor chamn side.
150W*100H and the cover plate independent electric
cabinet, equipped with micro air conditioning, SIEMENS
PLC. DANFOSS inverter. Schneider low-voltage electrical.

Control 1SET




cabinet{model: ADK-CT200)

Main specification

-- Control by PLC and HMI

-- Cabinet 1s made of SUS304 stainless steel.
A21 | - Dimension: 900*500*1800 (L*W*H)

-- Voltage: 380V/3Phase/50Hz

Filling system(to the drum) 1 set

--filling mushroom (automatic weighing)
A22 | filling saltwater (automatic measurement)
—roller conveyor

Accessories 1 batch

o)

A23

Including: pip, valve, pump, cable, support and so on.




Respaonsibility:

No. Description SUPPLIER | CUSTOMER. Remark
l Machinery design o
2 Electrical desizn o
3 Machinery manufacture o
4 Check o o On seller’s site
5 Installabion and test o o
b o Connect to the
cable L .
elecirical cabimet
7 Pipe and valve for compressed awr | O Inzide system
! water
8 Pipe and valve for compressed am o Outzide system
! water
9 Unload the machinery oo o
customer’s site
10 When instalhng, requwed Argon o
and oxygen
11 Operation and  mainfenance | O o
Traming and ete.
12 Installabion personnel o
accommodation (ADE s staff)
13 Mamtenance o
14 Workshop construction o
15 Manunal in Chinese and English o
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TERMS OF DELIVERY AND
PAYMENT

Transport condition: CFR.
Delivery Time: 150 days.
Certification: CE
Line Price: Ask us.
Payment: Irrevocable Letter of Credit
by International Bank, transferable.
Start-up with technicians salary included in
this Price, not included air tickets, visa, foods
and accomodation.
Warranty: 1 year of Spanish warranty.
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